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Item ID MFD Case Size Industry No.

Packard  110-125 VAC
PMJ21 21-25 1 11002
PMJ25 25-30 1 11003
PMJ30 30-36 1 11004
PMJ36 36-43 1 11005
PMJ43 43-53 1 11006
PMJ47 47-56 1
PMJ56 56-75 1 11007
PMJ64 64-77 1
PMJ72 72-88 1 11008
PMJ88 88-108 1 11009
PMJ108 108-130 1 11010
PMJ124 124-149 1 11112
PMJ130 130-156 1 11112
PMJ145 145-174 1 11013
PMJ161 161-193 1 11014
PMJ189 189-227 1 11015
PMJ200 200-240 1 11016
PMJ216 216-259 1 11017
PMJ216A 216-259 2 11017
PMJ233 233-280 1 10018
PMJ233A 233-280 2 10018
PMJ243 243-292 1
PMJ243A 243-292 2
PMJ270 270-324 1 11019
PMJ270A 270-324 2 11019
PMJ295 295-354 1
PMJ300 300-360 3 11020
PMJ324 324-388 1 11021
PMJ324A 324-388 4 11021
PMJ324B 324-388 2 11021
PMJ340 340-408 2 11022
PMJ340A 340-408 4 11022
PMJ378 378-455 2 11023
PMJ378A 378-455 4 11023
PMJ400 400-480 2 11024
PMJ400A 400-480 4 11024
PMJ430 430-516 2
PMJ430A 430-516 4
PMJ430B 430-516 6
PMJ460 460-552 2 11025
PMJ460A 460-552 4 11025
PMJ460B 460-552 5 11025
PMJ540 540-648 5 11026
PMJ540A 540-648 4 11026
PMJ590 590-708 5 11027
PMJ590A 590-708 4 11027
PMJ645 645-774 5
PMJ708 708-850 5 11028
PMJ708A 708-850 7 11028
PMJ708B 708-850 4 11028
PMJ800 800-960 4
PMJ815 815-978 5
PMJ829 829-995 5 11029
PMJ829A 829-995 7 11029
PMJ850 850-1020 7
PMJ860 860-1032 4
PMJ1000 1000-1200 7 11030
PMJ1290 1290-1548 7

Item ID MFD Case Size Industry No.

Packard  330 VAC
PRMJ21 21-25 2 11055
PRMJ25 25-30 2 11056
PRMJ30 30-36 2 11057
PRMJ36 36-43 2 11058
PRMJ43 43-53 4 11059
PRMJ47 47-56 4
PRMJ56 53-64 4 11060
PRMJ64 64-77 4
PRMJ72 72-88 4 11061
PRMJ72A 72-88 6 11061
PRMJ72R 72-88 4
PRMJ88 88-108 6 11062
PRMJ108 108-130 7 11063
PRMJ108A 108-130 6 11063
PRMJ124 124-149 7 11165
PRMJ130 130-158 7 11064
PRMJ135 135-162 7
PRMJ145 145-174 7 11066
PRMJ145A 145-174 8 11066
PRMJ161 161-193 7 10067
PRMJ189 189-227 7 11068
PRMJ189A 189-227 8 11068
PRMJ216 216-259 8 11069
PRMJ216A 216-259 7 11069
PRMJ243 243-292 6
PRMJ270 270-324 8 11070
PRMJ300 300-360 8

Item ID MFD Case Size Industry No.

Packard  165 VAC
PSMJ72 72-88 1
PSMJ88 88-108 1
PSMJ108 108-130 1
PSMJ124 124-149 1 11031
PSMJ130 130-156 2
PSMJ145 145-174 2 11032
PSMJ161 161-193 2 11033
PSMJ189 189-227 2 11034
PSMJ216 216-259 4
PSMJ233 233-280 4 11035
PSMJ243 243-292 4
PSMJ270 270-324 4 11036
PSMJ340 340-408 4
PSMJ378A 378-455 5
PSMJ400 400-480 4 11037
PSMJ540 540-648 4
PSMJ710 710-850 6
PSMJ710A 710-850 7
PSMJ810A 810-972 7

Item ID MFD Case Size Industry No.

Packard  220-250 VAC
PTMJ21 21-25 1 11038
PTMJ25 25-30 1 11039
PTMJ30 30-36 1 11040
PTMJ36 36-43 1 11041
PTMJ43 43-53 1 11042
PTMJ43A 43-53 2 11042
PTMJ47 47-56 1
PTMJ53 53-64 2
PTMJ56 53-64 1 11043
PTMJ56A 56-72 1 11043
PTMJ59 59-71 6
PTMJ64 64-77 1
PTMJ64A 64-77 2
PTMJ72 72-88 4 11044
PTMJ86 86-108 6
PTMJ88 88-108 4 11045
PTMJ105 105-126 6
PTMJ108 108-130 4 11046
PTMJ124 124-149 5 11148
PTMJ124A 124-149 4 11148
PTMJ130 130-158 4
PTMJ130A 130-158 5
PTMJ145 145-174 4 11049
PTMJ145A 145-174 6 11049
PTMJ161 161-193 6 11050
PTMJ161A 161-193 5 11050
PTMJ189 189-227 6 11051
PTMJ189A 189-227 7 11051
PTMJ216 216-259 6 11052
PTMJ216A 216-259 7 11052
PTMJ233 233-280 6 11053
PTMJ233A 233-280 7 10053
PTMJ243 243-292 6
PTMJ270 270-324 6 11054
PTMJ270A 270-324 7 11054
PTMJ280 280-336 7
PTMJ284 284-333 8
PTMJ320 320-384 7
PTMJ340 340-408 7
PTMJ378 378-455 8
PTMJ400 400-480 7
PTMJ400A 400-480 8
PTMJ430 430-516 8
PTMJ630 630-750 8

Case Size Diameter (In.) Height (In.)
Case Dimension

1 1  7/16 2 3/4
2 1  7/16 3 3/8
3 1  7/16 4 3/8
4 1 13/16 3 3/8
5 1 13/16 4 3/8
6 2  1/16 3 3/8
7 2  1/16 4 3/8
8 2  9/16 4 3/8

Packard Start Capacitors

Notes: 
• Please call when dimensions are critical.

CAPACITORS

Features
• Dry, electrolytic, non polarized                    

capacitors for intermittent duty                              
in AC motor starting circuits 

• Cases are made of moisture and oil             
resistant molded phenolic resin or plastic

• Standard dual blade terminals 
• Operating temperature range: -40ºC to 

65ºC (-40ºF to 149ºF) 
• UL and cUL recognized 
• Rated 3-second start
• 20 Starts per hour
• 50/60 Hertz


